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  R = Toggle SCSI Reset				M = Toggle Density Mode


  D = Toggle Disconnect				B  = Toggle Buffer/Truncate Mode (Tape/Disk)


  S =  Toggle Sync/Async				W = Toggle Write W/Verify (Disk Only) 


  C =  Reconfigure Device			 P = Toggle Prevent Medium Removal (Disk Only) 


  U = Toggle Default Tape (Tape Only)


  A = Autoboot Start From Floppy Drive


  N = Write Protect from Controller Jumper setting


  V = Truncate Disk Size for Volume Shadowing


  E = Eject Disk after Dismount


  L = Reserve/Release Disk Option


  T = Reset All Device Modes to Default


  Z = Reset Controller to Default Configuration








  CURRENT CONFIGURATION :





   DEV0:	DU0S	SCSI	ID	0	LUN	0	


	Disconnect	ON,Sync Mode ON, Prevent Medium Removal ON, Write W/Verify OFF,


  DEV1:	DU0S	SCSI		ID	1	LUN	0


	Disconnect	ON,Sync Mode ON, Prevent Medium Removal ON, Write W/Verify OFF,


  DEV2:	MU0	SCSI		ID	2	LUN	0


	Disconnect	ON,Sync Mode ON, Tri-Density ON, Buffer Mode ON,


  DEV3	NOT AVAILABLE


  DEV4	NOT AVAILABLE


  DEV5	NOT AVAILABLE


  DEV6	NOT AVAILABLE


  DEV7	SCSI  ID  6  HOST ADAPTER??  Boot Floppy OFF, Jumper Write Protect OFF, Eject Disk ON, Truncate Size OFF,








  CURRENT CONFIGURATION :





   DEV0:	DU0S	SCSI	ID	0	LUN	0	


	Disconnect	ON,Sync Mode ON, Prevent Medium Removal ON, Write W/Verify OFF,


  DEV1:	DU1S	SCSI		ID	2	LUN	0


	Disconnect	ON,Sync Mode ON, Prevent Medium Removal ON, Write W/Verify OFF,


  DEV2:	DU2	SCSI		ID	4	LUN	0


	Disconnect	ON,Sync Mode ON, Prevent Medium Removal ON, Write W/Verify OFF,


  DEV3:	DU0S	SCSI		ID 	1	LUN	0


	Disconnect	ON,Sync Mode ON, Prevent Medium Removal ON, Write W/Verify OFF,


  DEV4	 ID 	3		ID	3	LUN	0


	Disconnect	ON,Sync Mode ON, Prevent Medium Removal ON, Write W/Verify OFF,


  DEV5	MU0	SCSI		ID 	5	LUN	0


	Disconnect	ON,Sync Mode ON, Tri-Density ON, Buffer Mode ON,	


  DEV6	NOT AVAILABLE


  DEV7	SCSI  ID  6  HOST ADAPTER??  Boot Floppy OFF, Jumper Write Protect OFF, Eject Disk ON, Truncate Size OFF,





 


  SCSI HOST ADAPTER UTILITY (REV. YYYxZZ)





  X= UTILITY EXIT





  [DISK]					[TAPE]


  1 = LOGICAL UNIT NUMBER OFFSET	6 = LOGICAL UNIT NUMBER OFFSET


  2 = FORMAT DRIVE 				7 = ADDITIONAL UTILITIES


  3 = QUALIFY DRIVE


  4 = MANUALLY REPLACE BAD BLOCKS


  5 = ADDITIONAL UTILITIES  





  SELECT OPTION ?








  ADDITIONAL UTILITIES (REV. YYYxZZ)  SN = 1278





  D = DISPLAY SCSI DEVICE AND SET UP CONFIGURATION


  S = SEND SCSI COMMAND TO THE DEVICE


  T=TEST SCSI DEVICE


  R = FORMAT RCT BLOCK





  SELECT OPTION ?











